75mm galvanized ring ——_|
shank nails

40x20x300mm long H3.2
batten tie.

Celcrete 50mm panel T~

rendertek external mesh
plaster system & paint \
system.

wall underlay continuous ————|
into opening
75mm stainless steel screws \

flexible flashing tape ——
over flashing

20mm cavity B

Celcrete PVC window head
moulding sitting 5mm above Z
flashing to allow water to drain

powder coated 0.9mm
aluminium flashing folded
up 20mm at each end

finishing flush with outside
flange of window

Sy ey e e ———— —— — ——

B

[ i—

ﬁ\\\\\\\

1N AW

/ /

| NANANAAVAVAVAY

AN /AVAVAY

silicone bead between — |

bottom of head flashing and
top flange of window

8mm min clearance for PVC
reveal bead flashing adhered to
face of aluminium joinery down
both sides of window and
plastered in

HEAD FLASHING PROFILE
supplied with joinery.

50mm

42mm

15mm
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7.5mm min
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air seal using IowX
expandable PU foam
over P.E.F. rod

15 deg UPSTAND

10mm

WINDOW FIXING: Refer to E2/AS1
Paragraph 9.1.10.8

ALUMINIUM WINDOW HEAD - 20mm CAVITY
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Celcrete Panel Veneer System
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